**Core Foam Masonry Foam Insulation®** is not associated with and is a different product from the Core Fill-500™ products manufactured by Tailored Chemical Products, Inc.

### Product Description:
- **R-Value per inch:** 5.0 inch @ 25°F; 4.6 inch @ 75°F
- **Flame Spread:** <25 per ASTM E-84 @ 4”
- **Smoke Developed:** <450 per ASTM E-84 @ 4”
- **Fire Classification:** Class A
- **STC Rating:** 54-60 dB in 8” CMU walls; 58-61 dB in 12” CMU walls
- **Shrinkage:** <0.5%
- **VOC Emissions:** <16 ppb
- **Potential Heat:** <80 Btu/lb.

### Basic Use:
Injection Foam Insulation for Enclosed Cavity Applications.

Since cfiFOAM products are a solid, physical characteristics such as boiling point, vapor pressure, vapor density, percent volatiles, evaporation rate, etc., do not apply.

- **Color and Odor:** White semi-rigid foam with minimal odor
- **Density:** 0.5-1.0 lb/ft³
- **Usage Precautions:** Ventilate well until foam fully cures
- **Hazardous Components:** None present at levels above 0.1%
- **Personal Protection:** Safety glasses and gloves

---

© cfiFOAM, Inc. - 2020

cfiFOAM, Inc.
P.O. Box 10393 | Knoxville, TN 37939
800-656-FOAM (3626)
Fax: 865-588-6607
www.cfifoam.com